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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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FOREWORD 

This Indian Standard was adopted by flic Bureau of I'l^^^a ^ Sunda^c.^c; . ^ C^io^ra '^^K^ "fiuru^e 
draft finalized by the Fire Fighting Sectional Commi'.^ie ^i£^4 br.c^ ^'y^.^ovec r^y tbe 't^^i^ r j';j'i^ei{ng 
Division Council 

Modem forest fire techniques la suppression of fires are being iotrodiiced in this eooatjry, fJome of the 
important equipments which are reqyired are relatiog to hand tools, water handing equipment, etc, 
Oo the request of Mloistry of EEvironment and Forest, Indian Standards covering specificalioii for 
some of the important tools arc being formulated so that ob the basis of the same, these could be 
indigenously manufactured in this country and also users could procure these tools of proper spec;if}ca- 
lion. This standard eovers the specification for tool Mcleod which is used for the construction of fire 
iipe in deep puff, pine needled light bush and grass. 

For the purpose of deciding whether a particular requirement of this standard is complied with^ the 
final value, observed or calcolate'clj expressiag the result of a test or analysis; shall Ix rounded offm 
accordance with IS 2: I960 *Rules for rounding off rmmerkal vBlms ( revised )\ The number of 
significaot places retained in the rounded oil' value should be ifee same as that of the specified value in 
this standard. 
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1 SCOPE 

1,1 This standard covers the requirements for tool 
Mcleod which is used for construction of fire line 
in deep pufF, pine needled light bush and grass for 
fighting forest fires. 

2 REFERENCE 

The Indian Standard IS 620 : 1985 'General 
requirements for wooden tool handles {fourth 
revision )' is a necessary adjunct to this standard. 

3 MATERIALS 

3.1 The blade shall be made from steel containing 
0'83 to 1'04 percent carbon, 0*30 to 0' 50 percent 
manganese* not more than 0*40 percent phos- 
phorus and not more than 0'05 percent sulphur. 



The blade should be hardened to a value of not 
less than 38 and not more than 48 on the Rock- 
well C scale. 

3.2 The handle shall conform to the requirements 
given in 18 620: 1985. 

4 DIMENSIONS AND TOLERANCES 

4 A The dimensions and tolerances of blade and 
handle are given in Fig. 1. 

5 WORKMANSHIP 

5*1 The cutting edge shall be ground to a finish 
having an average roughness of not more than 
4 micrometre. The ferrule and ferrule plate 
shall be painted or enamelled. The cutting edge 
shall be coated with light oil. 
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All dimensions In millimetres. 
Fig. 1 The Tool Mclbod for Forest Fire 
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6 MARKING 

6.1 The tool shall be marked with the nominal 
mass and manufacturer's initials and the recog- 
nized trade-mark. 

7 SAMPLING AND CRITERIA FOR 
CONFORMITY 

7.1 Sampling 

7J.1 Lot 

The tool of the same type produced by the same 
manufacturer shall be grouped together to consti- 
tute a lot. 

7.1.2 Each lot shall be considered individually for 
the purpose of evaluation of quality in- accordance 

with the specification.' 

7.1.2.1 The number of sample for testing to be 
taken at random from a lot and the criteria for 
conformity shall be as given in 7J.2.2 and 7,L2J. 

7.1.2.2 From each lot, a number of samples as 
indicated in col 2 of Table! shall be selected 



at random. They shall be examined visually as far 
as possible in respect of requirement specified in 
3, 5 and 6, All the samples tested shall pass these 
requirements for the lot to be declared to conform 
to these requirements. 

7.1.2.3 In the absence of a certificate from manu- 
facturer about the conformity of the specification 
for the material ( see 4.1 ) one item each shall be 
taken from each consignment separately and 
examined individually in respect of the relevant 
requirement of the s|^cification. 

Table 1 Sampling for Lots Produced Under 
Quality Control System 
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No. of Iteins 
IntkeLot 


Sample Size 


(1) 




(2) 


LJ^p io 25 




3 


^ io 50 
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5! to 1*00 
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